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4 - PRODUCT INSTALLATION

4.1 - Electrical connections
WARNING - Before making the connections, ensure that the control unit is not powered up.
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MOTOR CONNECTION
Power supply connection terminal board

M + Power supply of motor M1 +

M - Power supply of motor M1 -

M2 + Power supply of motor M2 +

M2 - Power supply of motor M2 -

V+ Power supply of Encoder +

ENC M1 Encoder connections M1

ENC M2 Encoder connections M2

NEG Power supply of Encoder -

POWER SUPPLY CONNECTOR
L Power supply live 230 Vac 50-60 Hz

N Power supply neutral 230 Vac 50-60 Hz    

Earth

DIP SWITCH
Set on “ON” to disable inputs STOP, PH1, PH2
Eliminates the need to bridge the terminal board inputs. 

WARNING - with the dip switch ON, 
the safety devices are disabled
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WARNING - The motor and the encoder must 
not be connected together
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6 - FURTHER DETAILS - ADVANCED MENU

PARAMETS DESCRIPTION DEFAULT MIN MAX UNIT

1 �6�3.�K.
Use of PHOTO1 when starting from closed
0 = PHOTO1 is checked
1 = The gate starts even with PHOTO1 excited

1 0 1

2 �3�K.��.
Use of PHOTO2
0 = Enabled during both opening and closing AP/CH
1 =Only enabled during opening AP

0 0 1

3 �W�3.�K.
Photo-device test
����� ���R�‡
1 = PHOTO1 on
2 = PHOTO2 on
3 = PHOTO1 and PHOTO2 on

0 0 3

4 �(�G.�P.
STOP/EDGE input selection 
0 = STOP contact (NC)
1 = Resistive safety edge (8k2)
2 = Contact safety edge (NC)

0 0 2

5 �L�(.�' .
Sensitive edge tripping mode
0= only tripped during closure with direction reversal
1 = stops the automation (during both opening and closure) and 
retreats from the obstacle

0 0 1

6 �W�(.�' .
Edge test
����� ���R�‡
1 = on

0 0 1

7 �/�3.�R. Partial opening 50 0 100 %

8 �7�3.�&. �7�L�P�H���I�R�U���D�X�W�R�P�D�W�L�F���F�O�R�V�X�U�H���I�U�R�P���S�D�U�W�L�D�O���R�S�H�Q�L�Q�J������� �R�‡��0 0 900 s

9 �)�3.�U.
Flashing light output setup
0 = Steady
1 = Flashing

1 0 1

10 �W�3.�U. �3�U�H���À�D�V�K�L�Q�J���W�L�P�H��������� ���R�‡�� 0 0 20 s

11 �)�&.�<.
Courtesy light setup
0 = On at end of operation for time TCY
1 = On if gate not closed + duration of TCY
2 = On if courtesy light timer (TCY) time not out

0 0 2

12 �W�&.�<. Courtesy light on time 0 0 900 s

13 �G�H.�D.
Hold-to-run
����� ���R�‡
1 = on

0 0 1

14 �,�1.�' .

0 = deactivated
1 = gate open light ON/OFF
2 = gate open light proportional
�����6�O�R�Z���À�D�V�K�L�Q�J���Z�L�W�K���J�D�W�H���R�S�H�Q�L�Q�J��
�����4�X�L�F�N���À�D�V�K�L�Q�J���Z�L�W�K���J�D�W�H���F�O�R�V�L�Q�J
- Steady light if gate open
���������À�D�V�K�H�V�������S�D�X�V�H���Z�L�W�K���J�D�W�H���V�W�D�W�L�R�Q�D�U�\�����S�R�V�L�W�L�R�Q���R�W�K�H�U���W�K�D�Q���F�O�R�V�H�G��
3 = Electric lock
4 = Magnetic electric lock function with output active when gate/door 
is closed
N.B. interface with an external relay with 24 Vdc winding. To activate 
�W�K�L�V�� �I�X�Q�F�W�L�R�Q���� �W�K�H�� �S�U�H���À�D�V�K�� �P�X�V�W�� �E�H�� �H�Q�D�E�O�H�G�� �D�W�� �W�K�H�� �U�H�F�R�P�P�H�Q�G�H�G��
value of 1 sec (�W�3.�U�����•������

0 0 4

The ADVANCED MENU allows the system to be further customised 
by modifying parameters not accessible from the basic menu.

To access the ADVANCED menu, press the MENU key and hold it 
down for 5 seconds.

To modify ADVANCED MENU parameters, proceed as described 
for the BASIC MENU.

N.B. Some default functions/display items may vary with respect to 
the type of motor selected.
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NOTES
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